
General Environmental Incident Summary
Incident: 4183

Daniel Holli

8/1/2016 1456

Received By:  

P.O. Box 708

Belfield, ND  58622

Distance Nearest Occupied Building: 500 Feet

Tank Overflow

1.00 barrels

Description of Released Contaminant: Crude Oil

Cause of Incident:

Excess rainfall entered a prover box located inside a tank secondary containment dike causing the 
box to overfill and release 1 bbl of oil into the dike.  All oil was contained inside the dike.

Risk Evaluation:

None 

Potential Environmental Impacts: 

Oil was contained on standing rainwater inside tank secondary containment dike and was solidified 
with peat moss.

Action Taken or Planned:

Released oil has been solidified inside secondary containment dike with peat moss. 

Wastes Disposal Location: Prairie disposal

Daniel Holli

Responsible Party: Plains Marketing

Date Incident: 7/31/2016 Time Incident: 2100

County: Mountrail 153 91 23

Location Description: 6 miles north of Hwy 23 on Hwy 8 on east side behind Whiting Gas Pant

Type of Incident:

Volume Spilled:

Twp: Rng: Sec: Qtr:   

hoursDuration: 1

EPA Extremely Hazardous Substance: No

# of Fatalities: 0 # of Injuries: 0 Affected Medium: 04 - water and soil

DEM  Incident No:

Submitted By: 

Contact Person:

Date/Time Notice:

Lat: 48.06610 Long: -102.34870 Method: Navigation quality GPS

Affiliation:

Address: P.O. Box 708

City: Belfield State: ND Zip: 58622

Release Contained: Yes

Ag Related: No

Reported to NRC: No

Agencies Involved:
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Updates

Date: 8/1/2016 Status: Correspondence Author: Harries, Alison

Updated Volume:

Notes:

Rep emailed to report that he had submitted an incomplete report by accident.  He wanted to add that 
the incident was not reported to the NRC because all oil was contained inside the containment dike. 
The database was updated accordingly.

Date: 8/3/2016 Status: Inspection Author: Washek, Sandi

Updated Volume: 1.00 barrels

Notes:

Arrived on site at 4:00 p.m. Weather was sunny with wind out of the SW at 10 to 20 mph. 
Temperature was 94 degree F. As indicated in the report, all oil stayed within the dike of the tank. 
The company has placed booms and pads to contain the material within the tank dike's SW corner. 
Area Is roped off, and signs are posted to prevent entry into area.  Oil was contained on site.
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